Good Cold
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COMPRESORES HERMETICOS
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BAJA TEMPERATURA R-404A
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1/2 TDCOB0050MC 12,0 | 360 530 | 210 | 320 | 640 | 850 | 1100 | 220/1/50 | 3,17 | 19,5| 3/8" | 1/4" | 12 |210| 88 -

3/4 |TDCOB0075MC 151 | 330 | V| 600 | 330 | 460 | 772 |1000| 1250 220/1/50 | 3,69|21,0|5/16"| 1/4" | 14 |220| 64 -

1 |TDCOBO0100MC 20,0 | 330 | V 750 450 | 630 | 1217 [ 1320 | 1650 | 220/1/50 | 4,83 | 21,0| 5/16"| 1/4" | 15 |220| 72 25

Temperatura Condensacion: 54°C

DIMENSIONES GENERALES

Good Cold

COMPRESORES HERMETICOS

PROCESS TUBE _|

V = Ventilacion Forzada

Hp Modelo A B c D E
1/2 TDCOBO0050MC 207 | 247 | 156 | 178 | 114
3/4 TDCOB0075MC 219 | 265 | 168 | 165 | 102

1 TDCOB0100MC 219 | 265 | 168 | 165 | 102

Compresores
1/2,3/4, 1 Hp

Consumo Watts: evap. -23°C

4 trous @19
4holes
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La empresa se reserva el derecho de realizar modificaciones en los equipos sin previo aviso
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